§195.404

thorough knowledge of that portion of
the procedures established under
§195.402 for which they are responsible
to insure compliance.

[Amdt. 195-22, 46 FR 38360, July 27, 1981; 47
FR 32721, July 29, 1982, as amended by Amdt.
195-24, 47 FR 46852, Oct. 21, 1982; Amdt. 19545,
56 FR 26926, June 12, 1991]

EFFECTIVE DATE NOTE: By Amdt. 195-67, 64
FR 46866, Aug. 27, 1999, §195.403 was revised,
effective Oct. 28, 2002. For the convenience of
the user, the revised text follows:

§195.403 Emergency response training.

(a) Each operator shall establish and con-
duct a continuing training program to in-
struct emergency response personnel to:

(1) Carry out the emergency procedures es-
tablished under 195.402 that relate to their
assignments;

(2) Know the characteristics and hazards of
the hazardous liquids or carbon dioxide
transported, including, in case of flammable
HVL, flammability of mixtures with air,
odorless vapors, and water reactions;

(3) Recognize conditions that are likely to
cause emergencies, predict the consequences
of facility malfunctions or failures and haz-
ardous liquids or carbon dioxide spills, and
take appropriate corrective action;

(4) Take steps necessary to control any ac-
cidental release of hazardous liquid or car-
bon dioxide and to minimize the potential
for fire, explosion, toxicity, or environ-
mental damage; and

(5) Learn the proper use of firefighting pro-
cedures and equipment, fire suits, and
breathing apparatus by utilizing, where fea-
sible, a simulated pipeline emergency condi-
tion.

(b) At the intervals not exceeding 15
months, but at least once each calendar
year, each operator shall:

(1) Review with personnel their perform-
ance in meeting the objectives of the emer-
gency response training program set forth in
paragraph (a) of this section; and

(2) Make appropriate changes to the emer-
gency response training program as nec-
essary to ensure that it is effective.

(c) Each operator shall require and verify
that its supervisors maintain a thorough
knowledge of that portion of the emergency
response procedures established under 195.402
for which they are responsible to ensure
compliance.

[Amdt. 195-67, 64 FR 46866, Aug. 27, 1999]

§195.404 Maps and records.

(a) Each operator shall maintain cur-
rent maps and records of its pipeline
systems that include at least the fol-
lowing information:
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(1) Location and identification of the
following pipeline facilities:

(i) Breakout tanks;

(ii) Pump stations;

(iii) Scraper and sphere facilities;

(iv) Pipeline valves;

(v) Facilities to which §195.402(c)(9)
applies;

(vi) Rights-of-way; and

(vii) Safety devices to which §195.428
applies.

(2) All crossings of public roads, rail-
roads, rivers, buried utilities, and for-
eign pipelines.

(3) The maximum operating pressure
of each pipeline.

(4) The diameter, grade, type, and
nominal wall thickness of all pipe.

(b) Each operator shall maintain for
at least 3 years daily operating records
that indicate—

(1) The discharge pressure at each
pump station; and

(2) Any emergency or abnormal oper-
ation to which the procedures under
§195.402 apply.

(c) Each operator shall maintain the
following records for the periods speci-
fied:

(1) The date, location, and descrip-
tion of each repair made to pipe shall
be maintained for the useful life of the
pipe.

(2) The date, location, and descrip-
tion of each repair made to parts of the
pipeline system other than pipe shall
be maintained for at least 1 year.

(3) A record of each inspection and
test required by this subpart shall be
maintained for at least 2 years or until
the next inspection or test is per-
formed, whichever is longer.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-34, 50 FR 34474, Aug.
26, 1985; Amdt. 195-173, 66 FR 67004, Dec. 27,
2001]

§195.405 Protection against ignitions
and safe access/egress involving
floating roofs.

(a) After October 2, 2000, protection
provided against ignitions arising out
of static electricity, lightning, and
stray currents during operation and
maintenance activities involving
aboveground breakout tanks must be
in accordance with API Recommended
Practice 2003, unless the operator notes
in the procedural manual (§195.402(c))
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